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National Type Evaluation Program

Certificate of Conformance
for Weighing and Measuring Devices

For:

Grain Test Scale
Digital Mass Transducer
Model: AL-5K/44 *

Submitted by:

Denver Instrument Company
6542 Fig Street
Arvada, CO 80004

Ny . 50,000 _
Capacity: 5,000x0.1 g Tele: (3_03)h43i-'\7/|255
Platform: 8"x 7" Contact: Chuck Myers

Accuracy Class: Il

Standard Features and Options
Automatic zero tracking
Semi-automatic zero
Motion detection indicator
External calibration capability
Printer interface
(See Page 2 "Sealing")

*Optional Model Designation: XL-5K/44 (identical to the AL-5K/44 except for the X prefi

Temperature Range: +15 to 4G (59 to 104°F)

This device was evaluated under the National Type Evaluation Program (NTEP) andimésofcomply with the applicable technical
requirements of Handbook 44, "Specifications, Tolerances, and Other Technical Requirements for Weighing and Measuring D
Evaluation results and device characteristics necessary for inspection and use in commerce are on the following pages.

Effective Date: October 27, 1992
Issue Date: November 18, 1992
Note: The National Institute of Standards and Technology does not "approve"”, "recommend”, or "endorse" any proprietary pi
or material, either as a single item or as a class or group. Results shall not be used in advertising or sales prodicztereplicit

or implicit endorsement of the product or material by the Institute. (See NTEP Policy and Procedures).

Original signed by Chief, Office of Weights and Measur|

ices."
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Denver Instrument Company
Grain Test Scale
Model: AL-5K/44

Application: For use as grain test scalegeneralpurpose weghing scale, ojewelers balance whe
operated within the limited teperature rage. For FGIS pplications, this scale nyebe used for the

categories of moisture angeneralgrain scales. This device is limited for use in environments within

the tenperature rages pecified.

Identification: The model number and serial number are on an identificaidodated on the left side
of the scale.

Sealing: Access to gumper that enables external calibration is located inside the scale. Two etd
screws can be wire secyrisealedoreventirg access to the calibration switch. To vettiat the
jumper is in the corregbosition, press the unmarked button above the semi-automatic zero by
If the diglay indicates "No Cal" or "Cal OK", then themper is in the calibratposition and its
position must be cha@ed before sealmthe device for commercial use.

Test Conditions: The enphasis of this evaluation was on the devicegiteand @eration. A load of
approximatel one-half cagacity was gplied to the AL-5K/44 scale over 101,000 times. The sc
was tested for accunaperiodically during this time. Additional}, the scale was tested for accyra
over a voltge rame of 100 VAC to 130 VAC and over a tpemature rage of +15 to 40C. The
results of these tests indicate the device complies with applicable requirements.

Type Evaluation Criteria Used: NIST Handbook 441992 Edtion

Tested By: G. Castro (CA)
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